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GENERAL NOTES:

I. THE CONTRACTOR WILL USE EXISTING CONDUIT FROM THE US 29 AT
COLESVILLE RD. INTERSECTION SOUTHERLY TO THE ELLSWORTH RD.
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CONSTRUCTION DETAILS
- INSTALL ELECTRICAL HANDHOLE.

INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.

A

B.

C.INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED.
D. USE HANDHOLE (SEE CORRESPONDING SIGNAL PLAN SHEET).

E. USE CONDUIT (SEE CORRESPONDING SIGNAL PLAN SHEET).

F. USE CABINET (SEE CORRESPONDING SIGNAL PLAN SHEET).
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USE EXISTING CONDUIT,

USE EXISTING HANDHOLE.

REMOVE EXISTING HANDHOLE.

CAP AND ABANDON EXISTING CONDUIT.
USE EXISTING CABINET.
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PEDESTRIAN SIGNAL.THE INTERCONNECT WILL CONTINUE IN EXISTING
CONDUIT TO THE NORTH LEG OF WAYNE AVE AT WHICH POINT ALL NEW
| - 3 INCH PVC CONDUITS WILL BE INSTALLED FOR INTERCONNECT.
THERE ARE TWQO EXISTING CONDUIT RUNS, ONE ALONG THE WEST

" SIDE OF US 29 AND ONE ALONG THE EAST SIDE OF US 29. THE EXISTING

INTERCONNECT RUNS IN THE CONDUIT ALCNG THE EAST SIDE. MOST OF,
IF NOT ALL OF THE CONDUIT FOR THESE RUNS WILL BE CAPPED AND
ABANDONED WITH THE HANDHOLES REMOVED. IF THE HANDHOLES ARE

IN DECORATIVE BRICK, DECORATIVE BRICK SHALL BE REPLACED. THE
CONTRACTOR SHALL CONTACT MR.KAMAL HAMUD AT (240) 777-876l,
72 HOURS PRIOR TO REMOVING EXISTING HANDHOLES AND CONDUITS
TO CONFIRM WITH MONTGOMERY COUNTY DPW&T THEIR FUTURE

NEEDS FOR THESE CONDUIT RUNS.
THE CONTRACTOR SHALL BE RESFONSIBLE FOR TERMINATING ALL

n SIGNAL CABLES (EXCLUDING INTERCONNECT) TO THE APPROPRIATE

TERMINALS AND SHALL PROPERLY LABEL EACH CABLE. THE
CONTRACTOR SHALL NOTIFY MR, KAMAL HAMUD AT (240) 777-876l, 72

HOURS IN ADVANCE OF ALL WORK.
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